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TECHNICAL SPECIFICATIONS

ACOUSTICS

Power handling 800 + 200 W

Max Power 1200 W (1)

Frequency range (-3 dB) 120 Hz – 19 kHz (2)

Impedance 8 �:

SPL 1W/1mt 102 dB (3)

Maximum SPL 127 dB (cont.) – 133 dB (peak) (4)

COVERAGE

Horizontal 100°/30° (depending on horn orientation)

Vertical 30°/100° (depending on horn orientation)

CROSSOVER

Coaxial External Crossover required

Frequency
High pass @ 120 Hz, 24 dB/oct suggested 

minimum

TRANSDUCERS

Full-range 12” Neodymiun magnet woofer with 3” voice coil

Neodymium magnet compression driver with 2”

voice coil

POWER AUDIO INPUT

Connectors 2 x 4-pin Speakon

Wiring 1+ 1- (Signal IN & LINK ) 2+ 2- (Through)

RECOMMENDED AMPLIFIERS

Type KMT18, KMT21, KMT218, KA84

CERTIFICATION

IP 21

PHYSICAL OVERVIEW

Dimensions 34.0 x 32.0 x 20.0 cm (13.38”x 12.59”x 7.87”) (5)

Weight 12.2 Kg (26.89 lb)

1. Maximum RMS applicable power for a musical 

signal. The reference signal is the one proposed by 

EIAJ standard

2. With dedicated preset;

3. Measured @ 4mt then scaled @ 1mt;

4. Measured with musical signal;

5. ( W x H x D).

New materials and design are introduced into 

existing products without previous notice. Present 

systems may differ in some respects from those 

presented in this catalogue.

Flood Position

Spot Position

Dragon-KX12+    
K-FLY2B+K-FLY22


